
VetPro® 1000 Specifications

Overall depth: 18.5" (46.99 cm) 

Overall width: 23" (58.42 cm)

Overall height: 36.5" (92.71 cm) 

Casters: 3" (7.62 cm) 
medical grade

Handpiece connection type:

Midwest 4-hole style 
 
Compressor

Oil-free 1/3 hp motor

Working pressure: 70 - 100 psi

Flow rate: 2.5 CFM at 40 psi

Sound level: 40 dB

Air reservoir: 1 gal

Manual air tank purge 
 
Water Module

Two 1-liter reservoirs (toggled)

Pressurized system: 30 - 40 psi

Aseptic, non-retracting  
HPC coolant

Manual handpiece flush system

External quick connects for 
water and air 
 
Electrical

Voltage: 115 VAC, 6 amps

Frequency: 50/60 Hz

UL 60601-1:2003

CAN/CSA-C22.2 No. 601-1-M90

Powercord: 10' hospital grade

Accessories

VetPro® low-speed and fiber 
optic high speed handpieces 
included.  
Integrated Acteon® Satelec® 
SP Newtron® Piezo Scaler with 
optional LED Light

Bur starter kit included

Starter pack of 10 Crosstex 
Twist® disposable prophy angles
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Kit for rodent dentistry

Provide effective dental treatments 
with our dental delivery system.

• Precise controls designed specifically for veterinary dentistry

• Switch from handpiece to handpiece without touching a 
button—the unit will automatically activate the correct 
handpiece as it is lifted from its cradle

• A sound level of 40 dB—one of the quietest compressors on  
the market

• Oil-free compressor means no messy oil changes 

• Requires very little routine maintenance for hassle-free operation

• Online and in-clinic product training is available 

The VetPro® system is  
the ultimate in efficiency, 
quality and ease of use  
in veterinary dental  
delivery systems.

VetPro® 1000

The VetPro® 1000 is an enclosed 
system, protecting internal 
mechanics from contaminants and 
animal hair. The front, side and top 
covers are made from sturdy ABS 
plastic to withstand the strains 
caused by frequent usage. 

VetPro® 1000 
Accessories
The Midmark VetPro® dental delivery system gives you 
unsurpassed reliability, backed by our trained service 
technicians and independent service network. Our dental 
technology improves the quality and quantity of procedures 
you can perform—enhancing patient health and practice 
profitability. Get the most efficient oil-free, worry-free, 
hassle-free solution for your veterinary dental delivery needs.

We provide the highest quality accessories, including:

Venturi suction upgrade kit

Rodent dentistry kit

Antimicrobial cover

Acteon® Newtron Piezo LED Scaler

VetPro® fiber optic highspeed handpiece  
with optional 360º swivel 
 

Venturi suction

Acteon® Scaler Tips

Provide gentle, effective 
treatments with the Acteon® 
Newtron LED piezoelectric scaler, 
designed for high-quality, 
precision and efficiency. The 
color-coded tips correspond to 
the frequency control knob while 
the cruise control function adds 
an additional measure of safety. 
Optional handpiece and LED 
scaler improve visibility in the  
oral cavity.

No. 1 No. 10Z No. H3No. 2 No. 10P

Meisinger bur block starter kit
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